
Diseñado para detener puertas y evitar daños a las paredes. 
Incluye un alzador ajustable para incrementar la altura del tope.
• Espacio libre mínimo sin alzador: 1/8 plg (3.2 mm).
• Espacio libre mínimo con alzador: 3/8 plg (9.5 mm).

INSTRUCCIONES:
1. Colocar en la posición deseada y marcar los orificios para los 

tornillos y el poste metálico, con separación de 1-1/8 plg (2.9 cm) 
como se muestra.

2. Para aplicaciones en madera: taladrar un orificio guía de 5/16 plg 
(7.9 mm) en el poste metálico y uno de 9/64 plg (3.6 mm) para 
el tornillo.

3. Para aplicaciones en concreto: taladrar un orificio guía de 5/16 plg 
(7.9 mm) en el poste metálico y para el tornillo. Insertar el ancla plásti-
ca en el orificio para el tornillo.

4. Si no es necesario el alzador ajustable, colocar el poste metálico 
en el orificio correspondiente e instalar y apretar el tornillo.

5. Si es necesario el alzador ajustable para incrementar la altura 
del tope de la puerta, insertar el poste metálico a través de uno 
de los pequeños orificios del alzador y colocar enseguida en el 
orificio correspondiente del piso. Instale y apriete el tornillo.

WARNING: This product contains 
chemicals known to the State of 
California to cause cancer and birth 
defects or other reproductive harm.

ADVERTENCIA: Este producto contiene 
químicos que el estado de California 
reconoce como causantes de cáncer, 
malformaciones congénitas y otros daños 
al sistema reproductor.
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Recycle
Recicla

(2.9 cm)

Designed to stop doors and prevent damage to walls. Includes an 
adjustable riser to increase the height of doorstop.
• Minimum door clearance without riser: 1/8 in.
• Minimum door clearance with riser: 3/8 in.
INSTRUCTIONS:
1. Place in desired location and mark holes for screw and metal post 

1-1/8 in apart as shown.
2. For wood applications: drill 5/16 in pilot hole for metal post and 9/64 in 

pilot hole for screw.
3. For concrete applications: drill 5/16 in pilot hole for metal post and 

screw. Insert plastic anchor into screw hole.
4. If adjustable riser is not needed, position metal post into correspond-

ing hole and install and tighten screw.
5. If adjustable riser is needed to increase height of doorstop, insert 

metal post throught either of the small holes on riser and then 
place into corresponding hole on floor. Install and tighten screw.


