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TRACK ACCESSORIES – CONNECTORS
Live End Conduit Floating Feed

Connects to the end of the 
linear track section supplying 
power from a conduit feed.

Permits track to be wired 
anywhere along track length.

Series Finish Series Finish

LTLECF (blank) Matte white connector with black 
cover

LTFC (blank) Matte white connector with black 
and white cover

L Connector Live End Junction Box Feed

Joins two track sections to make 
a 90° angle.

Connects to the end of the 
linear track section supplying 
power from a junction box.

Series Finish Series Finish

LTLDC (blank) Matte white connector with black 
cover

LTLLEDC (blank) Matte white connector with black 
cover

Straight Connector Live End Power Feed

Joins two track sections in a 
straight run.

Permits track to be connected to 
grounded outlet using a 15' cord 
with switch included. 

Series Finish Series Finish

LTCV (blank) Matte white connector with black 
cover

LTLECS (blank) Matte white

T Connector Monopoint

Joins three sections at 90° 
angles.

Allows for a single linear track 
head to be installed in into an 
existing junction box.

Series Finish Series Finish

LTTC (blank) Matte white connector with black 
cover

LTMPR (blank) Matte white

FEATURES & SPECIFICATIONS
CONSTRUCTION

Embossed polarity line to indicate correct insertion position and electrical connection. 

All components ship with matte white connectors and black covers.

Note: Lithonia Decorative Track Lighting components are not compatible with Lithonia 
Commercial Track Lighting components.  Installation of mixed components will result in 
risk of shock hazard or fire, damage of fixture, failure to illuminate, and it does not meet 
UL standards. 

LISTINGS

UL Listed to US and Canadian safety standards.

WARRANTY

1-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx.

Actual performance may differ as a result of end-user environment and application.

Note: Specifications subject to change without notice.
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