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φ88 φ68 φ51 φ33

Q301 1500x1500x660 T 0.75KW 3.8A 6 - - - - -

Q302 1350x1350x540 T 0.75KW 3.8A 4 - 4 - - -

Q305 1710x910x600 L/R 0.75KW 3.8A 5 - 2 - - -

Q306 1500x840x560 L/R 0.75KW 3.8A 4 - 4 - - -

1405x765x695 - - - -

1495x810x690 - - - -

1595x805x690 - - - -

1705x810x740 - - - -

Q309 1520x1000x640 L/R 0.75KW 3.8A 4 - 2 - - -

Q310 1800x1300x630 FS 0.75KW 3.8A 6 - 2 - - -

Q311 1700x1200x720 R 0.9KW 4.5A 6 - 4 - - -

Q312N 1540x1540x620 T 0.75KW 3.8A 6 - 2 - - -

Q313 1700x900x700 L/R 0.75KW 3.8A - 5 4 - - -

Q314 1740x930x700 L/R 0.75KW 3.8A 6 - - - - -

Q315 1812x1230x700 R 0.9KW 4.5A 5 - 4 - - -

Q319 1500x1500x680 T 0.75KW 3.8A 6 - 4 - - -

Q322N 1380x1380x600 T 0.75KW 3.8A 6 - - - 300W 1.5A 8

Q323N 1650x800x580 L 0.75KW 3.8A 4 - 2 - 300W 1.5A 11

Q325M 1910x1310x705 R 0.9KW 4.5A 8 - - - 400W 2.0A 20

Q325S 1910x1010x705 L/R 0.75KW 3.8A 5 - 2 - 300W 1.5A 10

Q326 1600x850x570 R 0.75KW 3.8A - 6 - 7 - -

Q334 1514x1514x550 T 0.75KW 3.8A 6 - 2 - - -

Q336 1750x840x600 L/R 0.75KW 3.8A 6 - 3 - - -

Q348 1500x750x560 L/R 0.75KW 3.8A - 6 - - - -

1400x750x600 - - - - -

1500x750x600 - - - - -

1600x750x600 - - - - -

1700x750x600 - - - - -

- -

6 - - - 300W 1.5A 8

Q359 1800x1080x780 L 0.9KW 4.5A - 6 5 - 300W 1.5A 10

Q360 1850x1520x830 TS 1.5W 7A 9 - 16 4 300W 1.5A 10

Q361 1700x1190x720 TS 0.75KW 3.8A 4 - 2 - 300W 1.5A 10

Q362 1800x1600x770 TS 1.5W 7A 9 - 16 4 300W 1.5A 10

Q363 1930x1530x650 FS 1.5W 7A 14 - 18 - 400W 2.0A 18

Q366 1800x900x620 TS 0.9KW 4.5A 7 - 2 - - -

Q367 1820x1200x610 L/R 0.9KW 4.5A 4 2 4 - - -

Q368N 1650x1650x630 T 0.75KW 3.8A 6 - - - 300W 1.5A 12

1500x850x620

1700x850x620

0.75KW 3.8A 4 - 4 - 300W 1.5A 12

0.375KW 2A - -

Q407 1200x1200x620 T 0.75KW 3.8A - 4 4 - - -

1500x750x560

1700x780x580

Q409 1800x1800x580 C 0.75KW 3.8A 6 - - - 300W 1.5A 12

Q410 1960x1450x770 L/R 0.9KW 4.5A 6 - 4 - 300W 1.5A 12

Q411 1800x1200x580 TS 0.9KW 4.5A - 3 16 - 400W 2.0A 16

Q412 1700x700x600 FS 0.75KW 3.8A - - 8 - 300W 1.5A 8

Q413 1800x1200x600 FS 0.9KW 4.5A - - 16 - 400W 2.0A 16

Our
product’
s main

material
is pure
acrylic
standard
color is
white;

customer
can

choose
the color
and the

functions
they
want;
Our

standard
models
are

listed in
the form;
Please
confirm

the
model in
the form
is the
same to

the model
you  have
bought.

Note:L=le
ft,R=righ
t,T=trian
gle,SC=se

mi-
circle,TS
=three

sides,FS=
four

sides,
C=circle

Model specification（form one）
Air blower

parameters

Air jets

QTY/PCS
Remark

Model
Number

Specification
/mm

Side
water pump
parameters

QTY of water jets/PCS

0.75KW 3.8A

5 2

6

Q351N 1700x750x600 L/R 1.125KW 7A

Q351 L/R

Q307N L/R 0.75KW 3.8A

1 meters long waterfall

Q408 TS 0.75KW 3.8A - 3

Q403 1760x1000x650 FS
1 meters long waterfall

L/RQ401 0.75KW 3.8A 7 -

8 - 300W 1.5A 8

- - - -

2



3

φ88 φ68 φ51 φ33

Q414 1500x1500x635 C 0.75KW 3.8A 8 - - - - -

Q415 1550x1550x770 T 0.75KW 3.8A 4 3 2 - - -

Q416 1660x1660x830 T 1.125KW 7A 6 - 12 - 400W 2.0A 18

1510x830x660 - 6 3 - - -

1700x880x630 - -

1850x950x630 - -

0.75KW 3.8A

0.9KW 4.5A

0.9KW 4.5A

0.9KW 4.5A

0.75KW 3.8A

0.9KW 4.5A

0.9KW 4.5A

0.9KW 4.5A

Q420 1700x900x680 TS 1.125KW 7A - - 14 - 400W 2.0A 23

Q420D 1700x1200x680 TS 1.125KW 7A - - 16 - 700W 3.5A 31

Model specification（form one）

Air blower

parameters

Air jets

QTY/PCS
Remark

Model
Number

Specification
/mm

Side
water pump
parameters

QTY of water jets/PCS

Q417 L/R 0.9KW 4.5A
1 meters long waterfall

Q418 1800x1000x750 TS 4 - 5 -

4 -

- -

Q418D 1800x1300x750 TS 4 - 10 - - -

5 - - -

Q419D 1800x1300x750 TS 4 - 10 - - -

Q419 1800x1000x750 TS
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This product uses universal home power.Electric appliances parameters 
please refer to page2(form one)
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Or it may cause fire or electric shock.
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Filter
screen

7

please install a proper dedicated plug with 
ground electrode to the power line.And 
then insert the plug firmly.
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GD-370 Control Panel Operation:
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Radio Channel
 Select Mp3

Radio
Mp3
AUX

GD-370M Control Panel Operation:
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Open

Close

hot

cold

waterfall
sprinkler

A
B
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