
Lasting quality.

Scotch® Vinyl Electrical Tape products provide high  
strength as well as resistance to moisture, UV rays,  
abrasion, corrosion, alkalis and acids. Their aggressive  
and pressure-sensitive adhesive allows the tapes to conform  
to irregular surfaces. They also perform well across a broad 
range of temperatures. 

The choice of professionals.

Scotch® electrical tape products provide primary electrical 
insulation up to 600 volts and can be used in jacketing 
applications for high-voltage cables and wire harnessing.  
All are UL Listed and CSA Certified.

Professionals who want to make their jobs easier choose 
Scotch® brand tape products.

Scotch® Vinyl Electrical Tape Super 88

• Black, .008 mil, heavy duty, professional grade

• Offers mechanical/abrasion resistance

• Combines the flexibility of PVC (polyvinyl chloride) 
backing with excellent insulating properties

• Designed to perform in temperatures between 0°F (-18°C) 
and 221°F (105°C)

Scotch® Super 33+™ Vinyl Electrical Tape

• Black .007 mil, professional grade

• Flexible and easy to handle for solid performance

• Super stretchable and highly conformable

• Combines the flexibility of PVC backing with excellent 
insulating properties

• Designed to perform in temperatures between 0°F (-18°C) 
and 221°F (105°C)

Scotch® 700 Electrical Tape

• Flame-retardant PVC tape

• Excellent mechanical protection with minimum bulk

• Designed to perform in temperatures between 14°F 
(-10°C) and 194°F (90°C)

Open Plaid, PMS 116 equivalent 
and Red 3M (for all products) 

Open Plaid, PMS 116 equivalent and 
Black 3M (As of 03/12/04 Do Not Use)

Black + White Artwork 
Projects with 1 color Black 

Scotch® Vinyl 
Electrical Tape 
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Cat. No. Description
Stock  

Number Item UPC Case UPC
Case Dimensions 

(l x w x h)
Case 
Qty.

Case 
Wt. (lbs.)

Case 
Cu/Ft

6132-BA-10 Scotch Super 33+ Black,  
3/4" x 66'

70-0714-7545-6 000-54007-06132-8 000-51131-99676-2 7.8" x 4.2" x 5" 10 2.64 0.094

6132-BA-100 Scotch Super 33+ Black,  
3/4" x 66'

70-0714-9808-6 000-54007-06132-8 000-51131-99689-2 19" x 7.8" x 9.8" 100 29.75 0.84

6143-BA-10 Scotch Super 88, Black,  
3/4" x 66'

70-0714-7549-8 000-54007-06143-4 000-51131-99674-8 7.8" x 4.2" x 5" 10 2.64 0.094

6143-BA-100 Scotch Super 88 Black,  
3/4" x 66'

70-0714-9813-6 000-54007-06143-4 000-51131-99696-0 19" x 7.8" x 9.8" 100 29.75 0.84

4218-BA-40 Scotch 700, Black, 3/4" x 66' 70-0714-7475-6 000-54007-04218-1 000-51131-98114-0 13.6" x 7.6" x 4.9" 40 8.5 0.292
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