
Moncalieri
SINGLE HANDLE 1-HOLE MOUNT VESSEL SINK FAUCET

Model

Available Finishes

BRN-MCRVFD

Brushed Nickel (BN)
Chrome (CP)
Oil Rubbed Bronze (ORB)

• Ceramic Disc Cartridge

• Cast Brass Valve Body

• Metal Lever Handle

• Brass Push Pop-up Drain

• 100% Factory Pressure Tested

Standards Product Features

Suggested SpecificationGeneral Description
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• IAPMO UPC/cUPC
• NSF 61-9

• AMSE A112.18.1

• CA AB-1953 (less than .025% lead content)

• ADA Accessibility Guidelines
for Buildings and Facilities
4.27.4 Controls and Mechanisms

Cast brass valve body with flexible hose inlet connections 
for single hole installations. Ceramic disc cartridge. Metal 
Handle. Flexible inlet with 3/8 in. female compression 
connections. Brass push pop-up drain body with 1-1/4 
inch (32 mm) diameter tailpiece. 1.5 gpm/(5.7 Lpm) 
maximum flow rate.

Single handle one-hole mount lavatory faucet shall feature 
cast brass valve body and metal handle with flexible hose 
connections. Shall also feature ceramic disc cartridge. 
Matching brass push pop-up drain. Fitting shall be Brienza 
Model #BRN-MCRVFD-___.
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Moncalieri
SINGLE HANDLE 1-HOLE MOUNT VESSEL SINK FAUCET

Flow Rate

1.5 gallons per minute (5.7 liters per minute)
maximum flow rate at 60 psi.
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 *Flow rates shown are for mixed hot and cold.
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