The Hyperikon LED Barn light series incorporates advanced LED technology with dusk to dawn replaceable photocontrol to bring you an aesthetically pleasing fixture with uncompromising performance. These LED Barn lights are a dependable and reliable security solution that provides the versatility of nighttime on and daytime off. LED lighting provides the ability to truly install the fixture and walk away, while saving up to 80% in energy versus traditional light sources.

### SPECIFICATIONS

<table>
<thead>
<tr>
<th>Model Name</th>
<th>Hyperikon Code</th>
<th>Wattage</th>
<th>Voltage</th>
<th>Lumens</th>
<th>Kelvin</th>
<th>Beam Angle</th>
<th>CRI</th>
</tr>
</thead>
<tbody>
<tr>
<td>HyperBL-40W50</td>
<td>561341051</td>
<td>40W</td>
<td>100-277V</td>
<td>4000 Lm</td>
<td>5000K</td>
<td>120°</td>
<td>80+</td>
</tr>
<tr>
<td>HyperBL-80W50</td>
<td>561381051</td>
<td>80W</td>
<td>100-277V</td>
<td>8000 Lm</td>
<td>5000K</td>
<td>120°</td>
<td>80+</td>
</tr>
<tr>
<td>HyperBL-120W50</td>
<td>561421051</td>
<td>120W</td>
<td>100-277V</td>
<td>12,000 Lm</td>
<td>5000K</td>
<td>120°</td>
<td>80+</td>
</tr>
</tbody>
</table>

### MODEL VARIATIONS

- Operating temperature of -40 °F to 113 °F
- Wide 120° beam angle which creates a smooth ambient environment
- 45,000+ hours of lifespan, more than 26 years based on 5 Hrs/day average
- Device complies with Part 15 of the FCC Rules
- Device has been tested and found to comply with the limits for a class B digital device

### WARNINGS AND CAUTIONS

- Turn power off before inspection, installation or removal. Risk of electric shock - do not use where directly exposed to water or weather.
- Suitable for damp locations outside as well as inside.
- This device is not intended for use with emergency exit fixtures or emergency exit lights.