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General - Applies to all Genova Products
All Genova products are warranted only for their expressly recommended 
applications as further described below. Improper use of Genova products will 
void all warranties. Genova's liability in all cases is limited to a refund of the factory 
purchase price or factory replacement of the product proven to be unserviceable 
for its intended use. In no case will Genova be responsible for any incidental or 
consequential damages of any kind, including without limitation any claims for 
installation labor, property damage or personal injury.

Genova warrants all of its 100 Series products to be manufactured in accordance to 
applicable ASTM standards and to function properly within the limitations posed by 
standard residential plumbing applications when installed in accordance with good 
plumbing practice and specific recommendations outlined in our installation manuals. 
Canned products are warranted to have a shelf life of 12 months from date of delivery 
or 18 months from the date of manufacture as attested by the date imprinted 
thereon.

Genova solvent cements and cleaners are warranted to conform with applicable 
ASTM standards and perform satisfactorily when utilized in accordance to our 
published instructions.

In no case will claims for installation labor or consequential property damage be 
honored. THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.

Genova pressure pipe and fittings have been designed for outside the house irrigation 
and residential underground cold water supply applications. Uses for other purposes 
will void our warranties and no liabilities will be accepted as a result thereof. Genova 
warrants that its pipe and fittings are produced in conformance to applicable national 
standards and this fact is attested by independent testing laboratory reports. While 
reasonable care has been taken in the manufacture, we cannot guarantee the 
performance of installed jobs, because we have no control over the wide range of 
installation conditions present.

Note: Class 125 PVC pipe is not warranted by Genova products in any applications. 
All liabilities incurred by the use of this product shall remain the responsibility of the 
end user.

In no case will claims for installation labor or consequential property damage be 
honored. THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.

Genova sewer pipe and fittings have been designed for drainage applications 
servicing inhabited structures. Uses for other purposes will void our warranties and 
no liabilities will be accepted as a result thereof. Genova warrants that its pipe and 
fittings are produced in conformance to applicable national standards and this fact 
is attested to by independent testing laboratory reports. While reasonable care has 
been taken in the manufacture, we cannot guarantee the performance of installed 
jobs, because we have no control over the wide range of installation conditions 
present.
In no case will claims for installation labor or consequential property damage be 
honored. THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.

100 Series - Tubular, Flashings, Solvent Cements, 
Specialty Items

300 Series - Pressure Pipe and Fittings

400 Series - Sewer Pipe and Fittings

500 Series - CPVC Tubing, CPVC Fittings and Uni-
versal Fittings
Genova high-temperature water pipe and fittings have been designed for hot and 
cold potable water distribution. Uses for other purposes will void our warranties and 
no liabilities will be accepted as a result thereof. Such systems must be installed in 
accordance with good plumbing practices, applicable code requirements, Genova's 
published installation instructions, and must employ adequate protection from 
water hammer. Genova CPVC water pipe has a long-term rating of 100 PSI at 180°F. 
Excursions beyond the rated temperature and pressure will void our warranties. 
Genova manufactures their CPVC pipe and fittings to conform to ASTM Standard 
D2846. Universal fittings are manufactured to conform to ASSE 1061. Installation 
or long term storage where CPVC is exposed to direct sunlight or exposure to 
incompatible thread sealants, oils or other incompatible materials will void our 
warranty. While reasonable care has been taken in the manufacture, we cannot 
guarantee the performance of installed jobs, because we have no control over the 
wide range of installation conditions.

To adapt from traditional piping materials, a special group of patented transition 
fittings should be used. These fittings are the recommended method of compensating 
for the different coefficients of expansion which exist between dissimiliar materials 
- the use of other methods or fittings may result in system leaks. Do not enclose 
transition fittings in walls or other inaccessible places as a matter of good plumbing 
practice.

In no case will claims for installation labor or consequential property damage be 
honored. THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.

600 Series - Schedule 30 In-Wall PVC Drain, 
Waste and Vent Pipe and Fittings
Genova PVC-DWV pipe and fittings have been designed for drainage applications 
servicing inhabited structures. Uses for other purposes will void our warranties 
and no liabilities will be accepted as a result thereof. Genova warrants that its pipe 
and fittings are produced in conformance to applicable national standards and this 
fact is attested to by independent testing laboratory reports. Genova manufactures 
their Schedule 30 In-Wall PVC-DWV pipe and fittings to conform to ASTM Standard 
D2949. While reasonable care has been taken in the manufacture, we cannot 
guarantee the performance of installed jobs, because we have no control over the 
wide range of installation conditions present.

In no case will claims for installation labor or consequential property damage be 
honored. THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.

700 and 800 Series - Schedule 40 PVC & ABS 
Drain, Wast and Vent Pipe and Fittings
Genova PVC & ABS DWV pipe and fittings have been designed for drainage 
applications servicing inhabited structures. Uses for other purposes will void our 
warranties and no liabilities will be accepted as a result thereof. Genova warrants that 
its pipe and fittings are produced in conformance to applicable national standards 
and this fact is attested to by independent testing laboratory reports. Genova 
manufactures their Schedule 40 DWV pipe and fittings to conform to ASTM Standard. 
While reasonable care has been taken in the manufacture, we cannot guarantee the 
performance of installed jobs, because we have no control over the wide range of 
installation conditions present.
In no case will claims for installation labor or consequential property damage be 
honored. THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.
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All Genova products are designed only for their intended use. Any use of our products 
in applications or for purposes which are contrary to the written recommendations in 
our catalog, the product packaging or printed on the products themselves, including 
without limitation any commercial application, any use with compressed air or gases, 
or any other use or application for which our products were not designed or intended, 
will void all otherwise applicable warranties, expressed or implied, and will be at the 
user's sole risk. Improper design, installation, operation or use of our products may 
cause extensive damage and serious or fatal bodily injury. Genova Products, Inc. is not 
responsible for any damage, injury or loss which results from or in connection with 
any unauthorized use or application of our products.

You may also have other rights under state law. In the event of a problem with a 
warranty service or performance, you may be able to go to small claims court, a State 
court, or a Federal district court.

Although our warranties do not extend directly to end users of our products, Genova 
protects the organizations you purchased it from and they can rely on Genova for 
prompt action.

Should any questions arise concerning our warranties or if you would like to comment 
on our products our services, please write:

Genova Products
Customer Service Department

7034 East Court Street
Box 309

Davison, MI 48423-0309

IMPORTANT INFORMATION REGARDING USE 
OF GENOVA PRODUCTS

Genova warrants all of its Raingo® gutter and downspout, Repla K® gutter and 
Duraspout® downspout to be manufactured in conformance to its rigid quality 
assurance standards and to function properly within the limitations posed by 
standard residential rain gutter applications when installed in accordance to good 
installation practice and specific recommendations outlined in our installation 
instructions. In no case will  claims for installation labor or consequential property 
damage be honored.  THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED 
INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR 
A PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.

Raingo®, Repla K®, and DuraSpout® Rainwater 
Systems

900 Series - Check Valves and Polyethylene Pipe
Genova sump pump check valves are designed for use in conjunction with residential 
sump pumps utilized in single family dwelling applications. Their installation outside 
the sump pit and uses for all other purposes will void our warranties and no liabilities 
will be accepted as a result thereof. While reasonable care has been taken in the 
manufacture, we cannot guarantee the performance of installed jobs, because we 
have no control over the wide range of installation conditions present.

Genova polyethylene pipe has been designed for outside the house irrigation and 
underground residential cold water supply applications. Uses for other purposes 
will void our warranties and no liabilities will be accepted as a result thereof. 
Genova warrants that its polyethylene pipe is produced in accordance to applicable 
national standards and this fact is attested to by independent laboratory reports. 
While reasonable care has been taken in the manufacture, we cannot guarantee the 
performance of installed jobs, because we have no control over the wide range of 
installation conditions present.

Note: Non-NSF polyethylene pipe is not warranted by Genova Products in any 
applications. All liabilities incurred by the use of this product shall remain the 
responsibility of the end user.

In no case will claims for installation labor or consequential property damage be 
honored. THERE ARE NO WARRANTIES, EXPRESSED OR IMPLIED INCLUDING 
ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE, WHICH EXTEND BEYOND THE ABOVE DESCRIPTION.


