EVSS42T8

2-LAMP 4-FOOT LED READY STRIP FIXTURE

FEATURES

• Fixture Warranty: 1 Year
• Construction: Rigid Housing, Die Formed with End Plates
• Environment: Suitable for Damp Locations
• Finish: Multistage Iron Phosphate Pretreatment, Reflective White Enamel Finish
• Channel: Quarter-Turn Fasteners
• Frame: Die Formed, Heavy Gauge
• Certifications: cULus Listed

APPLICATIONS

• Dropped Ceiling Application for General Lighting in Offices Facilities
• Retail Store Lighting
• Museums, Galleries, Showrooms
• Hotels, Hospitality Areas
• Hospitals, Clinics, Workrooms
• Corridors, Lobbies, Stairways, Conference Rooms
• School, College, University Lighting

OPTICS

• Die Formed of 24 Gauge Galvanized Steel

ORDERING INFORMATION

LED Strip Fixture: EVSS42T8

<table>
<thead>
<tr>
<th>Warranty</th>
<th>1 Year</th>
</tr>
</thead>
<tbody>
<tr>
<td>Lamp Channel</td>
<td>2-Lamps</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Input Voltage</th>
<th>120–277V</th>
</tr>
</thead>
<tbody>
<tr>
<td>Certifications</td>
<td>ETL Listed</td>
</tr>
</tbody>
</table>

SPECIFICATIONS

• TYPE: Open 2-Lamp Channel
• CONSTRUCTION: 24 ga. Die Formed, Heavy Gauge Steel
• OPTIC: Perforated Center-Mounted Light Shield. Snap Out for Easy Re-lamping and Maintenance.
• WIRING: 120v 60Hz., 277V 60Hz, UNV (universal voltage 120v thru 277v.) or as otherwise specified
• LABELS: U.L. or ETL Listed. Compatible with UL Fire-Rated Ceiling Assemblies

EnviroLite Pro
Main (855) 573-6156 | info@envirolite-led.com
20101 South Santa Fe Avenue
Rancho Dominguez, CA 90221

Specifications subject to change without notice
© Copyright JIMWAY, INC., 2016