
The only w
ay to ensure the best perform

ance of your pow
er equipm

ent is to  
use genuine parts, accessories and attachm

ents. W
e design and engineer these  

quality parts to exacting standards to provide reliability, safety and top perform
ance.  

To protect your investm
ent, specify and use only Genuine Parts.
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OEM-754-04060

42"
DECK  
DRIVE BELT
Part # / Parte # 
954-04060* / 754-04060*

•  Fits 42" Lawn Tractors (2005 & After) 

CORREA DE TRANSMISIÓN  
DE LA PLATAFORMA 
•  Para tractores cortacésped de 106.7 cm  

(2005 y posteriores)

MTD, LLC   |   P.O. Box 368022   |   Cleveland, OH  44136 
Assembled in the U.S.A. of domestic and foreign components.  

Ensamblado en los EE. UU. con componentes nacionales y extranjeros.

DECK PULLEYS 
POLEAS DE LA PLATAFORMA

ENGINE PULLEY 
POLEA DEL MOTOR

IDLER PULLEY 
POLEA TENSORA

DECK DRIVE BELT 
CORREA DE TRANSMISIÓN

DE LA PLATAFORMA

For parts assistance or  
information, call toll-free: 
Para asistencia técnica o  
información llame sin cargo al:

1-800-800-7310

645-80203A

LOAD-BEARING TENSILE CORDS 
(ON MOST BELTS) 

CUERDAS DE TRACCIÓN 
PORTADORAS DE CARGA  

(EN LA MAYORÍA 
DE LAS CORREAS)

TENSION MATERIAL 
MATERIAL DE TRACCIÓN

OIL & HEAT
RESISTANT COMPOUNDS 
COMPUESTOS RESISTENTES 
AL ACEITE Y EL CALOR

COMPRESSION  
MATERIAL 

MATERIAL DE 
COMPRESIÓN

For detailed installation instructions, please refer to your operator’s manual. 
Para obtener instrucciones de instalación detalladas, consulte su manual  
del operador.

Genuine Parts include belts designed and 
tested to consistently meet original performance 
standards. Their high strength tensile cords and 
specially engineered materials combine to resist 
wear and provide superior durability.

La línea Genuine Parts incluye correas diseñadas 
y probadas para cumplir de forma constante con 
las normas de desempeño original. Sus cuerdas 
de tracción de alta resistencia y sus materiales 
especialmente diseñados se combinan para 
resistir el desgaste y proporcionar  
una durabilidad superior.

* For parts starting with / Para los números de parte 
que comiencen con 954-04060(_) / 754-04060(_)

Scan this 2D barcode to view easy installation steps.

Escanee este código de barras 2D para ver los sencillos pasos de la instalación.

(106.7 cm)

Deck Pulleys to Engine Pulley 
Correa de las poleas de la plataforma  
a la polea del motor


