
APPLICATIONS Interconnect amplifiers and speakers for Hi-End audio transmission in pro audio, strero, and hi-fidelity systems.

Highly flexible. Listed by UL for use in NEC power-limited circuits except those routed in risers or in plenums. 

Suitable for use in wet locations, indoor or light duty outdoor use.

CONSTRUCTION A.) CONDUCTOR Hi strand count, flexible stranded high conductivity bare copper

B.) INSULATION Polypropylene low lower capacitance and clear audio response.

C.) COLOR CODE 2/C  Black, Red.       4/C Black, Red, White, Green.

D.) SHIELDING Unshielded

E.) ASSEMBLY Cabled, with ripcord, and jacketed.

F.) JACKET Smooth, round, flexible PVC.

COMPLIANCE A.) FLAME TEST UL 1685  (by UL) / CSA FT1

B.) CABLE TYPE CL3.  Also CM where UL permits (Sizes 16 AWG).  10 AWG is CL2 -FOR AUDIO USE ONLY

C.) VOLTAGE 300V  

D.) TEMPERATURE 75C

E.) SUITABLE USE: General purpose low voltage and power-limited systems' circuits to NEC Article 725

16 AWG IS also for communications circuits to NEC Article 800.

F.) QA UL listed to UL 444  and UL 13 as applicable.

FEATURES & Available in 1000ft or 500 ft packages, reels, or pull-boxes where practicable. 

OPTIONS: Optional:  other colors, jackets with extruded stripes, and composite cables for multiple services.

Available armored, with other cable types, or , or armored and jacketed

AWG #COND STRANDS   BC/ TC SHIELD UL/NEC
NOM. DIA. 

(Inches) 

WEIGHT

(Lb/Mft)

JACKET 

COLOR
LENGTH TYPE

TAPPAN 

SPEC #

SW PART 

NUMBER

500 REELS A50322.2C 57906403

500 BOXES A50322.2D 57906404

500 REELS A50322.7C 57906503

500 BOXES A50322.7D 57906504

500 REELS A50323.2C 57906603

500 BOXES A50323.2D 57906604

500 REELS A50323.7C 57906703

500 BOXES A50323.7D 57906704

500 REELS A60155.2C 57906803

500 BOXES A60155.2D 57906804

500 REELS A60155.4C 57906903

500 BOXES A60155.4D 57906904

500 REELS A60156.2C 57907003

500 BOXES A60156.2D 57907004

500 REELS A60156.4C 57907103

500 BOXES A60156.4D 57907104

12 2 65-STR BC N/S CL3 0.288 59 White 1000 REELS A70042.2A 58248202

ORDERING INFORMATION

DESCRIPTION

16/2C 65-STR IN-WALL SPKR CABLE CM/CL3

16/4C 65-STR IN-WALL SPKR CABLE CM/CL3

14/2C 105-STR IN-WALL SPKR CABLE CL3

In-Wall  Speaker Cable;  Hi-Strand Flexible Unshielded Cable - 2/C and 4/C High Conductivity Bare Copper

White

Dark

Green

PACKAGING

14/4C 105-STR IN-WALL SPKR CABLE CL3

CM/CL3

CM/CL3

CL3

CL3

White

Violet

White

Purple

White

Light

Green

0.238 40

14 4 105-STR BC N/S 0.280 73

14 2 105-STR BC N/S

12/2C 65-STR IN-WALL SPKR CABLE CL3

0.200 26

16 4 65-STR BC N/S 0.234 47

16 2 65-STR BC N/S
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