
 

-4- -1-

                 
llof eht daer esaelp ,tcudorp siht gnisu erofeB  siht peek dna ylluferac snoitcurtsni gniwo

  .ecnerefer erutuf rof telhpmap

 :tcudorP eht tuobA
 dezilibats ecafrus a sah ti ,sehtolc ro slewot gniyrd rof dengised si liar lewot detaeh sihT

40°C-50°C（104°F-122°F） fo erutarepmet  smoorhtab dlohesuoh ni desu si ti dna 
  s.nehctik

 dna
 eht rednu desu si ecnailppa sihT 

.dradnats LUC/LU ot gnidrocca
 derutcafunam si ,CA V021-V011 fo egatlov

 :snoituacerP ytefaS
 a htiw desu eb tsum liar lewot eht ot detcennoc si hcihw metsys rewop deilppus ehT .1

 .gulp retpecretni tiucric tlcuaf dnuorg
 ,elbac eriw-eerht dna tekcos nip eerht dettif ,tnaveler eht htiw deilppus si tcudorp sihT .2

ti regnad ro sksir yna diova ot    .dednuorg ylreporp eb tsum 
 deifilauq a yb enod eb tsum seriw lanretni degamad eht ot riaper ro fo egnahc ynA .3
 eriw lanretxe yna nehW .dradnats yrtsudni eht yb deifilauq demeed si ohw naicinhcet

  .yletelpmoc ffo tuc eb tsum rewop eht ,deriuqer era sgnittif
 ,detibihorp yltcirts si ecafrus tcudorp eht no gnihctarcs ro gnibburcs drah ynA .4

 :gninraW
 .retaw yb denepmad neeb evah hcihw selitxet gniyrd rof esu ylnO .1

 dluohs tcudorp elohw eht ,elbakrownu si ti nehw ,decalper eb tonnac eriw lanigiro ehT .2
 .decalper eb

 ,ecived teltuo elbatrop cirtcele ro tes droc noisnetxe na morf deilppus si ecnailppa eht fI .3
trop cirtcele ro tes droc noisnetxe eht neht  taht os denoitisop eb dluohs ecived teltuo elba

 .erutsiom evissecxe ro gnihsalps ot tcejbus ton si ti

  :etoN
 .tcudorp lautca eht ot refer esaelp ,ecnereffid scitsitats lacinhcet yna fo tneve eht nI .1

 .ti gninaelc nehw htolc yrd tfos a htiw liar lewot eht epiw esaelP .2
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Drill A,B,C,D holes with size Φ8*D45mm.Use hammer 
to knock wall anchor(5) into wall completely.

Insert the long screw(2) through bushing(4)then into 
the wall anchor(5),make sure bushing(4)is firmly 
connected to the wall. 

Connect the wall bracket(1) to the bushing(4), and 
tighten the set screws by hex key wrench(6). Plug in 
then start to work.

TOWEL WARMER / Wall Mount Install Guide
Have questions? Visit us at www.ANZZI.com or call 1-844-44-ANZZI for more info!
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1. 2. 3. 4.

5. 6.

1.Pencil     2. Hammer     3. Tape Measure      4. Electric Drill
5."+" screwdriver             6. Levelling  instrument 
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X≥600mm

1.

3. 4. 5. 6.

+ +or or
2.

1."U"shape wall bracket X1pc+normal wall bracket X3pc
2.long screw 3.9x30 X4pc
3.short screw M5x10 X3pc
4.bushing X 4pc
5.wall anchor X4pc
6.hex key wrench

Installation Steps

TOOLS

Accessories List

Take out screw on the vertical bar, then insert 
this screw through “U” shape wall bracket 
(1)and connect it to the vertical bar.Make sure 
the “O”circle must be connected to “U” shape.

Drill the short screw(3) through the normal wall 
bracket(1). 

Screw down the short screw(3) to firmly connect 
the normal wall bracket(1) to the vertical bar. Note 
that the set screw on the wall bracket should 
towards the floor when the unit is installed.

Use tape to measure the distance between these 
four holes, and get the data AB,AC,CD and BD

Mark A,B,C,D according to the distance.Suggest it is 
installed at least 600mm above the floor level.

Try to install the towel warmer and use the levelling 
instrument to test the levelness and perpendicularity.
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