ELECTRIC SUBMERSIBLE DEWATERING PUMP
THE PREVENTIVE SOLUTION™
WWW.SITEDRAINER.COM
CLIFTON, NJ 1-800-726-2080
DATE CODE: 10/14

PRODUCT SUBJECT TO CHANGE WITHOUT NOTICE

DATE CODE: 10/14

MODEL SD 300

<table>
<thead>
<tr>
<th>HEAD</th>
<th>GPM</th>
<th>GPH</th>
</tr>
</thead>
<tbody>
<tr>
<td>32'</td>
<td>30</td>
<td>300</td>
</tr>
<tr>
<td>30'</td>
<td>05</td>
<td>300</td>
</tr>
<tr>
<td>25'</td>
<td>20</td>
<td>1,200</td>
</tr>
<tr>
<td>20'</td>
<td>35</td>
<td>2,100</td>
</tr>
<tr>
<td>15'</td>
<td>47</td>
<td>2,820</td>
</tr>
<tr>
<td>10'</td>
<td>57</td>
<td>3,420</td>
</tr>
<tr>
<td>5'</td>
<td>65</td>
<td>3,900</td>
</tr>
</tbody>
</table>

VOLTS: 115 60Hz
AMPS: 5.09
PHASE: SINGLE
CORD: 15'
DISCHARGE: 3/4 - 1 1/2
ON: 6"
OFF: 2"
WEIGHT: 14.2 lb.
DIM: 10.2" W X 15.1" H

SITE DRAINER
THE NON-CLOGGING SOLUTION
SITE DRAINING, EROSION AND SEDIMENT CONTROL

US PATENT NO. 8,636,898
OTHER US AND FOREIGN PATENT PENDING
PRODUCT SUBJECT TO CHANGE WITHOUT NOTICE