
Bathtub-to-Shower Conversion Kits

Item No.

STD-201 
Pre-Pitch 
Standard 

EXT-202 
Pre-Pitch 
Extended 

QPK-101 
Quick 
Pitch 

XFS-101.2 
Quick 
Pitch 

EFS-103 
Extended 

Float Sticks 

543 
Kirb 

Perfect 

PWP-106 
Positive Weep 

Protector 

Installa-
tion 
DVD

SPL/40/6 
Pan 

Liner

SCD/DRAIN 
Square 
Drain 

SSCK-601 1 1 1 1 1 2 1 1 — —

SSCK-701 1 1 1 1 1 2 1 1 1 —

SSCK-701D 1 1 1 1 1 2 1 1 1 1

Bathtub-to-Shower Conversion Kits permit easy construction of shower floors with 
the proper minimum water drainage slope of 1/4" per 12" run. These time-saving kits 
permit construction of standard 36" x 60" shower areas with an offset drain. No need 
to move the drain to center. Custom shower kits and additional components are 
available to accommodate areas up to 144" x 144" with a centered drain.

Install Your Shower — FAST, EASY & RIGHT

Bathtub-to-Shower Conversion Kit/Deluxe with Liner and Drain
Innovations for Contractors, Builders and the Do-It-Yourselfer

PPK/STD-201 Pre-Pitch™ Standard (2)
 6 Angled Float Sticks (1/8" to 7/8 x 36")
 18 Pre-Cut Double-Faced Tape
 12 Stainless Steel Screws
 1 Instruction Pamphlet
PPK/EXT-202 Pre-Pitch™ Extended
 4 Angled Float Sticks (7/8" to 15/8 x 36")
 12 Pre-Cut Double-Faced Tape
 8 Stainless Steel Screws
 1 Instruction Pamphlet

543 Kirb-Perfect® (2)
 2 Side Panels (51/2" x 30")
 1 Top Panel (41/2" x 30")
  (screws included)
 1 Instruction Pamphlet

PWP-106 Positive Weep Protector
SPL/40/6 Shower Pan Liner (6' x 5')
 Note:  SSCK-701 and SSCK-701D kits only. 
SCB/Drain Shower Drain/Square
 Note:  SSCK-701D kit only.

QPK-101 Quick Pitch® Standard
 6 Angled Float Sticks (1" to 13/4 x 36")
 1 Center Ring
 1 Instruction Pamphlet
XFS-101.2 Quick Pitch® Extra
 4 Angled Float Sticks (1" to 13/4 x 36")
 1 Instruction Pamphlet
EFS-103 Quick Pitch® Extended
 4 Angled Float Sticks (13/4" to 21/2 x 36")
 1 Instruction Pamphlet
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Pre-Pitch™ Kits

Kirb-Perfect® Kit

Additional Kit Components

Quick Pitch® Kits

Bathtub-to-Shower Conversion Kit 
Component Details

Pre-Pitch™ Standard and Extended 
installed in rough-in.

Quick-Pitch® Standard and Extended and 
Kirb-Perfect® installed.


