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ELECTRICAL CONNECTIONS

WARNING: To avoid possible electrical shock be sure electricity is  turned off at the main fuse or breaker box before 
wiring.
 
NOTE: This remote control unit is equipped with 16 code combinations to prevent possible interference from or to other 
remote units. The frequency switches on your receiver and remote control have been preset at the factory. Please 
recheck to make sure the switches on the remote control and the receiver are set to the same position (Fig. 17). Any 
combination of settings will operate the fan as long as the switches in the remote control and receiver are set to the 
same position.
 
Step 1. Insert Receiver into Hanger Bracket with the flat side of the Receiver facing the ceiling. (Fig. 18)

Step 2. Motor to Receiver Electrical Connections: Connect the WHITE  wire from the fan to the WHITE wire marked "TO 
MOTOR N" from the Receiver. Connect the BLACK wire from the fan to the BLACK wire  marked "TO MOTOR L" from the 
Receiver. Connect the BLUE wire from the fan to the BLUE wire marked "FOR LIGHT" from the Receiver. (Fig. 19)
 
NOTE: Fan must be installed from a maximum distance of 40 feet from the transmitting unit for proper signal 
transmission between the transmitting unit and the fan's receiving unit.

Step 3. Receiver to House Supply Wires Electrical Connections: Connect the WHITE wire (Neutral) from the outlet box to 
the WHITE wire marked "AC in N" from the receiver. Connect the BLACK wire (Hot) from the outlet box to the BLACK wire 
marked "AC in L" from the receiver. Secure all wire connections with the plastic wire nuts provided. (Fig. 19)        

Step 4. If your outlet box has a GROUND wire (Green or Bare Copper) connect this wire to the Hanger Ball and Hanger 
Bracket Ground wires. If your outlet box does not have a Ground Wire, then connect the Hanger Ball and Hanger Bracket 
Ground Wires together. Secure wire connection with the plastic wire nut provided. (Fig. 19)

After all splices are made, check to make sure there are no loose strands. As an additional precaution we suggest to 
secure the plastic wire connectors to the wires with electrical tape.

FIG. 17 FIG. 18 FIG. 19
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FINISHING THE INSTALLATION 

Step 1. Remove the two screws and loosen the two screws on the hanger bracket.

Step 2. Install the canopy to the hanger bracket by aligning the key holes in the fan housing with the two screws in the 
hanger bracket, then lifting the canopy up and turning clockwise. (Fig. 20)

Step 3. Re-tighten the two screws and re-install the two screws. Tighten all screws securely.

Step 4. Place the canopy ring over the top of the canopy. (Fig. 21)

FIG. 21

FIG. 20
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ATTACHING THE FAN BLADES

Insert one fan blade into the blade slot on the motor housing and secure with the �ber washers and screws. 
Securely tighten screws. Repeat process with other blades. (Fig. 22)

Step 1. Remove 1 of 3 screws from the mounting ring and loosen the other 2 screws. (Do not remove)

Step 2. Place the key holes from the light kit over the 2 screws previously loosened from the mounting ring, turn light kit 
until it locks in place at the narrow section of the key holes. Secure by tightening the 2 screws previously loosened and the
one previously removed. (Fig. 23)

FIG. 22

FIG. 23
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INSTALLING THE 17W LED ASSEMBLY

Step 1.  Remove 1 of 3 screws from the light kit plate and loosen the other 2 screws. (do not remove)

Step 2. While holding the 17W LED assembly under your fan, �rmly snap the wire connection plugs together. (Fig. 24)

Step 3. Place the key holes from the 17W LED assembly over the 2 screws previously loosened from the light kit plate, 
turn 17W LED assembly until it locks in place at the narrow section of the key holes. Secure by tightening the 2 screws 
previously loosened and the one previously removed. (Fig. 24) 

ATTENTION: The Energy Policy Act of 2005 requires this fan to be equipped with a 75 watt limiting device. If lamping 
exceeds 75 watts, the ceiling fan's light kit will shut off automatically. 

FIG. 24

FIG. 25

INSTALLING THE GLASS SHADE

Raise the glass shade up against the light kit plate and secure the glass shade to the fan by turning the glass 
shade clockwise until snug. DO NOT OVER TIGHTEN. (Fig. 25)
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OPERATING THE REMOTE CONTROL
Remote Control only: Install a A23 12 volt battery (included). (Fig. 26) To prevent damage to transmitter remove the 
battery if not used for long periods of time.

Restore Power to Ceiling Fan.

HI, MED, LOW buttons: Sets the fan speed. 

       button: Turns the fan off. 

      button: Turns the light on or off and also controls the brightness setting. Press and release this button to turn the 
light on or off. Press and hold the button to set the desired brightness. The light button has an auto-resume, it will stay 
at the same brightness as the last time it was turned off.

FIG. 26 FIG. 27

Speed settings for warm or cold weather depend on factors such as room size, ceiling height and number of fans.

The Reverse switch is located on the fan motor assembly. Slide the switch to the Down for warm weather operation. 
Slide the switch to the Up for cool weather operation.

NOTE: Wait for fan to stop before changing the setting of the slide switch.

Warm Weather (forward) 
A DOWNWARD airflow creates a cooling effect as shown in Figure 29. This allows you to set your air conditioner on a 
warmer setting without affecting your comfort.

Cool Weather (Reverse) 
An UPWARD airflow moves warmer air off the ceiling area as shown in Figure 30. This allows you to set your heating unit 
on a cooler setting without affecting your comfort.
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CARE OF YOUR FAN 

Here are some suggestions to help maintain your fan.

1. Because of the fan's natural movement some connections may become loose. Check the support connections, 
brackets and blade attachments twice a year. Make sure they are secure. (It is not necessary to remove fan from the 
ceiling).

2. Clean your fan periodically to help maintain its new appearance over the year. CAUTION: many common household 
cleaning products contain chemicals that could damage the finish of your fan. Use only a soft lint free cloth and soapy 
water.  

3. If your fan is provided with wood veneer blades; you can apply a light coat of furniture polish for additional protection 
and enhanced beauty. Cover small scratches with a light application of shoe polish.

4. Use a lint free lightly damp cloth or duster to remove dust from the blades.

5. There is no need to oil your fan. The motor has permanently lubricated bearings.

6. If your fan is provided with glass shades, clean with lukewarm soapy water and a soft cloth or sponge. DO NOT 
IMMERSE GLASS SHADES IN HOT WATER. DO NOT PUT GLASS SHADES INTO AN AUTOMATIC DISHWASHER.

WARNING! 
MAKE SURE THE POWER IS OFF AT THE ELECTRICAL PANEL BOX BEFORE YOU ATTEMPT ANY REPAIRS. REFER TO 
THE SECTION, "ELECTRICAL CONNECTIONS".
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TROUBLESHOOTING

Check to make sure the wall switch is  turned on.
Check circuit fuses or breakers.
Caution! Make sure the power is turned off before performing the following steps.
Remove canopy and check wire connections.
Check wall control transmitter connections (if applicable).
Note: Fan must be installed at a maximum distance of 40 feet from the transmitting unit 
for proper signal transmission between the transmitting unit and the fan's receiving unit.

Allow a 24-hour "break in" period. Most noises associated with a new fan will go away 
during this time.
Make sure the screws that attach the fan blade holder to the motor hub is tight.
Make sure outlet box is secured to building structure, if necessary use the wood screws 
provided to further secure outlet box to joist.
Make sure hanger bracket is secure to the outlet box, screws are tight.

NOTE: All blade sets are grouped by weight. Because wood and plastic blades vary in 
density, the fan may wobble even though blades are matched.
Make sure outlet box is secured to building structure, if necessary use the wood screws 
provided to further secure outlet box to joist.
Make sure hanger bracket is secure to the outlet box, screws are tight.
If a Balancing kit is provided follow the instructions included with the balancing kit to 
help correct any excessive wobble.

This unit is equipped with a wattage limiting device. Lamping in excess of 75 watts will 
disable your ceiling fan’s light kit. To reset your light kit you must turn the power off and 
re lamp, keeping the wattage under 75 watts. Restore power to your ceiling fan and 
continue normal operation.

This is caused by interference, Please see "Frequency interference" for steps to change 
the frequency.

Fan will not start

Fan Sounds Noisy

Fan Wobble

Lights shut off and 
will not come back on

Fans/Light Turn On 
and Off Unexpectedly

SOLUTIONSYMPTOM  
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SPECIFICATIONS

1151 W. Bradford Court, Corona, CA 92882 For Customer Assistance Call: 1-800-307-3267

For any additional information about your Minka Aire® Ceiling fan, please write to: 

These are typical readings. Your actual fan may vary. They do not include amps and wattage used by the light(s).

56"
120

120

120

Fan Size Speed Volts 

Low

Medium 

High

N.W.

9.24

kgs

G.W.

11.00

kgs

Amps 
0.28

0.45

0.66

Watts
14.0

35.5

77.5

RPM
70

121

181

CFM
2138

3935

6086

C.F.

2.369'


