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.DESCRIPTION AND USES                              . 

Rust-Oleum
®
 Mineral Spirits is a general purpose solvent 

used for thinning most oil base paints, varnishes, stains 
and polyurethanes and wiping oil finishes. Mineral Spirits 
helps to increase flow and reduce brush drag or pull. 
Mineral Spirits aids in leveling and extends drying time 
slightly. Do not use with shellac, lacquers or latex paints.  

.PRODUCTS                                                                 . 

SKU  Description     

253351          Paint Thinner (Quart) 

 
 
 
 

 

 

.PRODUCT APPLICATION                                        . 

INSTRUCTIONS 

Thin oil base paints, stains, varnishes and polyurethanes 
to improve leveling, reduce viscosity, or increase 
penetration. Add gradually and stir thoroughly until desired 
consistency is obtained. Excessive amounts may 
decrease gloss and hiding power. Clean brushes, spray 
equipment, rollers and trays as long as paint or varnish 
remains wet on these tools. It can also be used to wipe 
away dirt, dust and oily films from wood or metal surfaces.  

 
 
 
 
 
 
 

 

.PHYSICAL PROPERTIES                                                                                                                           . 

Physical Properties MINERAL SPIRITS LOW VOC   

Composition Blend of Acetone and Mineral Spirits  

Weight 
Per Gallon 6.53 lbs. 

Per Liter 0.78 kg 

VOC 300 g/l (2.50 lbs./gal.) 

Shelf Life 5 years 

Flash Point -4°F (-20°C) 

Safety Information For additional information, see MSDS 

       

The technical data and suggestions for use contained herein are correct to the best of our knowledge, and offered in good faith. The statements 
of this literature do not constitute a warranty, express, or implied, as to the performance of these products. As conditions and use of our 
materials are beyond our control, we can guarantee these products only to conform to our standards of quality, and our liability, if any, will be 
limited to replacement of defective materials. All technical information is subject to change without notice.  


