
Step 1 - Remove the proper number 
of pickets from the rail. Trim rails to 
desired length, taking into account 
the extra two inches required to be 
inserted into the post holes. 

Paso 1 - Retira la cantidad adec-
uada de estacas del riel. Corta los ri-
eles a la longitud deseada, teniendo 
en cuenta los 5,08 cm adicionales 
necesarios para insertarlos en los 
orificios de los postes. 

Rail Clip Installation Instructions  Instrucciones de Instalación de los Sujetadores para Riel

Items you will need

•	 Drill	driver	and	1/2"	drill	bit
•	 Circular	saw	with	a	fine-tooth	

blade or a hand saw

The diagrams and instructions in this brochure are for illustration purposes only and are not meant to replace a licensed professional. Any construc-
tion	or	use	of	the	product	must	be	in	accordance	with	all	local	zoning	and/or	building	codes.	The	consumer	assumes	all	risks	and	liability	associated	
with the construction or use of this product. The consumer or contractor should take all necessary steps to ensure the safety of everyone involved in 
the project, including, but not limited to, wearing the appropriate safety equipment. Seller	makeS	no	warranTy	for	ThiS	proDuCT,	eiTher	
expreSS	or	implieD.	Seller	expreSSly	DiSClaimS	any	anD	all	liabiliTy	for	DamageS	ariSing	ouT	of	The	uSe	or	ownerShip	
of	The	proDuCT,	inCluDing	DiSClaiming	inCiDenTal	anD	ConSequenTial	DamageS,	unleSS	oTherwiSe	requireD	by	STaTe	law.
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Step 2 - Drill	½-inch	hole	in	rail	
as shown.

Paso 2 - Taladra	un	orificio	de	1,27	
cm en el riel, como se muestra.  

Step 3 - Pinch rail clip together  
and insert into hole. 

Paso 3 - Aprieta el sujetador para 
riel y colócalo en el orificio. 

Step 4 - Insert rail into post hole 
until rail clip snaps into place.

Paso 4 - Coloca el riel en el orificio 
del poste hasta que el sujetador para 
riel encaje a presión en su lugar.

•	 Tape	measure
•	 pencil/marker
•	 Safety	glasses

Elementos que necesitará

•	 Destornillador	taladro	y	una	 
broca	de	taladro	de	1/2	plg

•	 Sierra	circular	con	hoja	de	dientes	
finos o una sierra manual

•	 Cinta	métrica
•	 lápiz	/	marcador
•	 gafas	de	seguridad
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